



 












 





 
[image: alt]






 
	


Home



	
  About

 
 	


	
Back

	


Company Profile



	


Affiliations



	


Services













	
  Products

 
 	


	
Back

	
  Flooring

 
 	


	
Back

	


FRP Philippines



	


Flotex Carpet



	


Rhino Raised Flooring



	


Stonhard



	


 Q Floor



	


Roca10



	


Neotex

 
	


	
Back

	


Neotex Videos



	


Neotex Technical Datasheets























	
  Coating

 
 	


	
Back

	


Carboline



	


Nullifire













	


Commercial



	


Road & Rail

 
	


	
Back

	


Matacryl













	


Composite & FRP

 
	


	
Back

	


Fiber Reinforced Plastic (FRP)













	
  Packaging

 
 	


	
Back

	


Anti-corrosion Packaging

 
	


	
Back

	


Intercept Shrink Film Protection



	


Static Intercept® Protection



	


InterceptTranslucent CI Clarity / ATCI Protection



	


Intercept M.V.T.R Protection



	


Corrosion Intercept® Protection



	


AT and ESD Coated Board Protection

































	
  Market Applications

 
 	


	
Back

	
  Flooring

 
 	


	
Back

	


Industrial

 
	


	
Back

	


Pharmaceutical Areas



	


Manufacturing Areas



	


Electronic Areas



	


Food & Beverage Areas



	


Car Parking Areas



	


Chemical Processing













	


Commercial

 
	


	
Back

	


Corporate Areas



	


Education Areas



	


Healthcare Areas



	


Hotel & Resort Areas



	


Retail Environment Areas



	


Public Space Areas























	


Coating

 
	


	
Back

	


Corrosion Resistant Coatings, Linings & Fireproofing



	


FRP Gratings, Handrails & Structural Shapes



	


Comentitious Light Weight Fireproofing (Pyrocrete)



	


Comentitious Light Weight Fireproofing (Pyrolite)



	


Intumescent Fireproof Coatings























	


Case Studies

 
	


	
Back

	


Century Pacific Agricultural Ventures, Inc.



	


SVG Project



	


New World Hotel 



	


Manila Ocean Park



	


SPT (Phils.) Clark (Small Precision Tool) 



	


SunPower Electronics



	


Energy Development Corp.



	


8 Campus Place



	


Net Lima Building Case Study



	


Zuellig Building Case Study



	


Net Square Building Case Study



	


Raised Flooring - Project Example Philippines













	


Contacts

























































 






























[image: Revinex Flex System all]
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Technical Data Sheet Revinex® Flex System






Cementitious Waterproofing System

Applications

Multi-purpose, cementitious waterproofing system suitable for concrete, masonry, under tiles and other construction surfaces. By mixing both components of the system, Revinex® Flex (component A) with water or the suitable polymer (component B), it can be used for different waterproofing applications depending on the specific project requirements.

Versions

One component system 

Mixing ratio Revinex Flex + water = 25:7

Fields of application: Ideal waterproofing for basements, walls, shafts, etc. Interior waterproofing against light negative pressure water, of walls and floors in basements. Waterproofing and protection of exterior walls to be embanked into the ground.

Properties: Efficient, economical waterproofing in new and existing structures. Easy application by simple mixing with water. Resistance to positive and negative hydrostatic water pressure.

Two component systems 

Mixing ratio Revinex Flex + Revinex Flex FP = 25:7

Fields of application: Waterproofing system for basements, walls, shafts, tanks (non potable water) or generally when increased adhesion properties are required. Interior waterproofing against light negative pressure water, of walls and floors in basements. Waterproofing in wet rooms (e.g. bathrooms, kitchens etc) behind the tiles. Waterproofing and protection of exterior walls to be embanked into the ground.

Properties: Crack bridging properties. Excellent adhesion on almost all substrates, such as concrete, stone, ceramics and bricks. Resistance to positive and negative hydrostatic water pressure.

Mixing ratio Revinex Flex + Revinex Flex U360 = 25:10

Fields of application: Flexible waterproofing system for terraces, balconies, swimming pools, wet areas (bathrooms, kitchens, etc.), before applying ceramic tiles.

Properties: Crack bridging properties. Excellent adhesion on almost all substrates, such as concrete, stone, ceramics and bricks.

Mixing ratio Revinex Flex + Revinex Flex ES = 25:12

Fields of application: Suitable for demanding waterproofing applications with high elasticity on terraces, balconies under tiles and exposed surfaces such as flat roofs, exterior walls etc.

Properties: Unaffected by UV radiation. Crack bridging properties. Excellent adhesion on almost all substrates, such as concrete, stone, ceramics and bricks.

Color 

Grey

Packing 

Revinex Flex: 25 kg carton bags (Component A)

Revinex Flex FP: 7kg,plastic container (Component B)

Revinex Flex U 360: 10kg, plastic container (Component B)

Revinex Flex ES: 12kg, plastic container (Component B)
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Office Address: AFP-RSBS Industrial Park KM-12 East Service Rd. Cor. C-5, Taguig City 1630, Philippines
Globe: 0917 564 4208







Subscribe




Email: [email protected]


   







 









 


 


© 2021 by High Performance Solutions Inc. Philippines





[image: ]

[image: ]



















